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GID GAS GENERATOR

ADVANTAGES

- Generator with 100% stabilised inverter regulation with

1 single-phase 230V socket and a USB port.

- Safe connection to any type of device without harmful Cod.: 1.3341

surges. |

. . _. l_I|_J GENERATOR ’lNCLUDED
- Low consumption, noise and vibration. Ll Le'ngth (product) approx. 595 mm - Cable conector para salida CC.
. Im Width/depth (product) approx. 440 mm

- Output voltage indicator. U)  Height (product) approx. 515 mm - Bujia de repuesto.

- Compact structure for protection and easy transport of |<_E Net weight approx. 36,5 kg - Destornillador.

the generator. < Explanation Net weight (product) approx. 40 )

—  Supply voltage 230 % - Llave de bujia.
| Phase(s) 1 Tub d it

Current type AC/DC - 1UDO para drenar aceitie.
Mains frequency 50Hz
Type Inverter
Nominal voltage 230 v
Max. voltage deviation (+/-) 3 %
Limited output power (apparent power) 3,6 kVA
Limited output power (active power) 3,6 kW
Continuous output power (apparent power) 4 kVA
Continuous output power (active power) 4 kW
Speed generator 4800 min*
Generator IP degree of protection IP23M 20\
Socket type 2x 230V A\ DESIGNED FOR PROFESSIONALS
Socket IP degree of protection 16A ' STAYE WWWw.sta yer.es

Power factor IP44  Cos ¢




