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- Power cable 2m x 1.5 mm2
- Earth cable with clamp 1.5m x 10 mm2
- Electrode-holding cable  2.5m x 10 mm2
- Hammer with brush
- Plastic case_ D
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GAMA ELECTRODO

1.5mx10mm2Hammer
with brush

- Electronic equipment for electric arc welding of all types of coated 
electrodes.

- Easy to start up, even for inexperienced users thanks to its equip-
ment and ease of use.

- Includes everything you need to start welding, thanks to its equip-
ment and ease of use.

- Suitable for all light to medium duty work in the fields of maintenan-
ce, construction and small projects.

 - TIG Lift arc welding possible.

- Easy welding thanks to the intelligent STAYER WELDING control 
including Hot Start, Arc Force and Anti Stick advantages to optimi-
se the initial arc striking, improve arc stability during welding and 
prevent the electrode from sticking due to mishandling.

- Fully prepared for safe use with stabilised generators.

- Robust construction in accordance with European specifications 
2011/65/EU, 2014/35/EU, 2014/30/EU and IEC 60974.

 - VRD configurable.

Continuous welding
ELECTRODES OF 2.5 mm SOFTWARE

EXCLUSIVE 32 Bits

MICROPROCESSOR
RTOS

High quality
welding

2.5m x 10 mm2

Cod. 1.3527


